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SPACE SIMULATION ULTIMATE PRESSURE LOWERED
TWO DECADES BY REMOVAL OF DIFFUSION PUMP
OIL CONTAMINANTS DURING OPERATION

Alvin E. Buggele, Lewis Research Center, Cleveland, Ohio

ABSTRAC T

The complex problem why large space simulation chambers

do not realize the true ultimate vacuum was investigated.

Some contaminating factors affecting diffusion pump per-

formance have been identified and some advances in vacuum/

distillation/fractionation technology have been achieved

which resulted in a two decade or more lower ultimate pres-

sure. Data are presented to show the overall or individual

contaminating effect of commonly used phthalate ester

plastieizers of 390 to 530 molecular weight (M. W. } on dif-

fusion pump performance. Methods for removing contami-

nants from diffusion pump silicone oil during operation and

reclaiming contaminated oil by high vacuum molecular dis-

tillation are described.

SUMMARY

Identification of contamination problems associated with space simu-

lation test programs, their overall or individual effect on diffusion pump

performance and its rapid deterioration on silicone diffusion pump fluids

were studied. Diffusion pump performance as measured in terms of

ultimate vacuum, shall be compared between identically contaminated

oils in diffusion pumps with or without self-purification capabilities.

A series of experimental scale model glass diffusion pump vacuum

systems evolved which investigated certain physical properties associ-

ated with evaporative surface behavior phenomena versus ultimate real-

izable vacuum. This research indicates that contaminants divide into

light-end and heavy-end constituents inside the diffusion pump. Boiler

fluid separation-purification design innovations successfully remove the

heavy-end fractions from the evaporative surface by skimming-bleed

methods and light-end fractions by vacuum distilling/bleeding action at

temperatures of approximately 130 ° C in the foreline. These diffusion

pump innovations, which are discussed and illustrated, resulted in a two

decade or more lower ultimate pressure.

Documentation reveals the progressive improvement in molecular
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releaseratecorrespondingwiththeincreaseindiffusionpumpperform-
anceandresultantlowerultimatepressure.Thisdocumentationconsist_
ofinfraredthermovisionpolaroidpictures,slowandhighspeedmovies,
and35ramslidephotographsof the diffusion pump boiler evaporative

surface and jet assembly molecular flow patterns.

Other significant results revealed were:

a. Contamination in the pump fluid limit the efficiency of diffusion

pumps by 100 to 1000 times as indicated in terms of ultimate vacuum

obtained.

b. Contaminants, commonly found in large vacuum chambers, that

adversely affect silicone oil diffusion pump performance were identified

as phthalate ester plastieizers. These plasticizers are utilized in cable

insulation jackets, alkyd paints, electronic components, etc.

c. Contaminated (silicone) diffusion pump fluid can be successfully

reprocessed by a triple cut (two light-end and one heavy-end) high vac-

uum centrifugal molecular distillation method. Reclaiming process nets

an approximate 75*5% yield of oil capable of achieving an ultimate vac-

uum close to that of new DC-705 oil.

d. The effect of specific or mixtures of various phthalate plasti-

cizer contaminants on performance of diffusion pumps were measured.

Of all the plasticizers studied di-isooetyl phthalate (DIOP) (390 molecu-

lar weight, M.W.) had the most deteriorating effect on DC-705. Di-

isodecyl phthalate (DIDP) (446 M. W. ) di-octyl phthalate/di-2-ethlhexyl

phthalate (DOP/DEHP) (390 M.W.), and di-tridecyl phthalate (DTDP)

(530 M.W. ) all achieved nearly the same ultimate vacuum. Higher

molecular weight contaminants (such as 530 M.W. for DTPP) in DC-705

does not guarantee a lower ultimate pressure.

INTRODUC TION

Large space simulation chambers are not presently capable of real

izing their true ultimate vacuum because of contamination limiting the

efficiency of their diffusion pumps. Present diffusion pumps are not

totally suitable for self-purification; that is capable of removing or pre

venting contamination of the pump fluid. Since a rapid degradation in

pump performance occurs when exposed to sources of outgassing con-

taminants associated with space simulation test programs, a study of tb

fundamental performance limiting causes was initiated with the followin:

objectives:

a. Identify contaminants commonly found in large vacuum chamber

that adversely affect silicone oil diffusion pump performance.

b. Measure the effect of various contaminants on performance of

diffusion pumps.

c. Develop means of removing contaminants from oil by vacuum di

tillation during diffusion pump operation.
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BACKGROUNDTHEORYANDDEVELOPMENT

Overall Problem Background--While performing initial Brayon Power

System testing in the 800 000 cuft (22.7)(106 liter) SPF test chamber,

accumulations of condensable volatiles were observed on the 100 ft

(30.5 m) diameter floor in 1969. NASA, Kennedy Space Center (KSC)

Analytical Laboratory analyzed these condensables by a combination of

column and gas chromatography, infrared, emission and mass spectro-

scopy. Samples were foundto consist primarily of phthalate esters, an

aromatic amine plus smaller amounts of a hydrocarbon oil and silicone

oil.

During 1970 and 1971 while conducting Skylab Payload Shroud Jetti-

son tests at a simulated altitude of 300 000 ft (3.3x10 -4 Torr) the DC-705

diffusion pump oil became contaminated due to the large outgassing load,

see Figure 1. A complete oil change costing $30 000 was implemented.

The magnitude of the diffusion pump oil contamination problem was re-

vealed by the 1.5 decade loss in performance of new DC-705 after

twenty-five operational hours of Skylab Shroud testing.

In order to thoroughly understand the outgassing contamination prob-

lem, associated with large space simulation test programs, a materials

inventory search was undertaken to establish which compounds of those

presently being used were the most volatile. Thirty-nine major mate-

rials were used in quantities ranging from 1580 kg (3500 lb) to 4.54 kg

(10 lb) in conjunction with the Brayton and Skylab test programs. Those

materials that are formulated with plasticizers, found in the analyses of

eight DC-705 oil samples, shall be listed and described.

Background Information Relative to Contamination of Vapor Pumps--

Diffusion pumps commonly called inverted condensation pumps or vapor

pumps are dynamic equilibrium systems. These pumps are dependent

on the respective vapor pressure-molecular weight-temperature inter-

relationships associated with a mixture of working fluid constituents. As

such, diffusion pumps are stills, a commonly known fact.

For years many have been recommending that clean pump fluids

generate the best ultimate vacuums. 6-10 Huntress does state that less

than one part per million of certain types of volatile contaminants was

shown to alter seriously the effective vapor pressure of the working fluid.

Removing contaminants though, has not been easy. Cryo trapping them

on baffles is not a complete corrective measure since eventually satura-

tion occurs causing vacuum system pressure spikes and contamination of

the test article. Also upon baffle warmup, condensed contaminants may

drip back into the pump fluid. Since occasional diffusion pump boiler

erruptions, sometimes called burps, have been considered undesirable

from a backstreaming standpoint, it has been the practice to minimize

or eliminate vigorous boiling evaporative surfaces by design. 10

522-137 O - 73 - 20
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Other contamination related factors are: large outgassing test

hardware in large space simulation chambers which are difficult and

expensive to clean; diffusion pump oil is too costly to be periodically

replaced or repeatedly reprocessed when quickly contaminated; and

elaborate baffle systems too expensive to purchase and/or operate. A

logical course of action was to investigate methods to increase the self-

cleaning, self-purification-separation capabilities of our present diffu-

sion pumps (stills).

Background Distillation Information--The art of distillation was prac-

ticed before the Christian era by the Egyptian temple priests. However,

molecular distillation is relatively new. In the early 1950's, Hickman

found while working with pot stills that when liquids are permitted to

evaporate rapidly without restriction into a high vacuum environment

their surfaces often separate into two zones of widely different appear-

ance and properties. 6,7 One, which is in rapid self-motion called

"WORKING" and the other, which is acquiescent and photographically

highly reflective called '1TORPID. " An evaporative surface exhibiting

a dual working/torpid behavior pattern or patterns was called

"SCHIZOID." Torpidity, a floatation phenomena, is believed to be due

to traces of impurities that block the surface during rapid evaporation.

Development Approach--The self-cleaning 1×10 -6 SPF scale model glass

vacuum system was designed to meet the following objectives:

a. Understand the fundamental phenomena of torpidity and its effect

on achieving ultimate vacuum or maximum pump speed.

b. Determine methods and operating parameters for preventing

torpidity or removing a torpid evaporative surface condition in order to

generate a 100% working surface.

c. Determine percent of contaminants inducing torpidity and/or its

related ultimate vacuum limiting effects.

d. Determine methods and operating parameters for removing light-

end contaminants in the forearm.

e. Determine methods and operating parameters for removing heavy-'

end contaminants from the boiler fluid.

Supporting Keys to Self-Cleansing Design--

a. The concepts of torpid/schizoid/working evaporative surfaces.

Torpidity as a surface phenomena subject to removal by surface skim-

ming resulting in a schizoid evaporative surface.

b. Existance of multiple groups of contaminant by spectroscopy

analyses. Heavy-end contaminants grouping at approximately 700 M.W.,

and light-ends peaking at approximately 300 M.W. established the neces-

sity for a triple cut molecular distillation process. Nearly two to three
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timesthequantityof light-endsexist than the quantity that exists of

heavy-ends.

c. The final key was within normal vacuum fractionation distillation

ranges. 11, 12 Hickman's early condensation pump designs, all use the

alembric conept of liquid-vapor equilibrium in the vertical stage. Acute

observation revealed that when the alembrics fill up, the heavier volatile

constituents overflow back into the pump boiler and are never fully dis-

charged.

APPARATUS AND PROCEDURE DISCUSSION

Analysis Apparatus--The following equipment was utilizied to study the

material outgassing contamination problem:

a. Computerized digilab FTS-20 infrared-fourier transform spec-

trometer (at KSC)

b. RMU GL Hitachi mass spectrometer and 900 Perkin-Elmer gas

chromatograph linked with a 6201 Varian data system (at GSFC)

c. Q-250 residual gas analyzer (RGA) (at LeRC)

d. Individual 502 Water Associates liquid chromatographs (at KSC

and GSFC)

e. Gas chromatography mass spectroscopy units (at KSC, GSFC,

and LeRC)

f. AGA thermovision (at LeRC)

g. Quartz crystal microbalance (at GSFC and LeRC)

i. Environment control-instrumentation systems (at LeRC)

j. SPF - 1)<10 -6 scale model glass vacuum systems (at LeRC): G-4,

modified G-4, 1st generation self-cleansing and 2nd generation

self -clean sing

Standard Diffusion Pump Oil Performance Test Setup-- A single stage

glass diffusion pump (designated a G-4) having a rated pump speed of

4 liters/sec was used for all oil performance comparison tests, see Fig-

ure 3. The G-4 vapor pump has long been used by the pump fluid and

vacuum system manufacturers for comparing performance of various

pump fluids. The prime reasons for using glass were the control over

material contaminating factors plus the benefit of visually observing the

operational phases of the vapor pump.

Molecular Distillation a Silicone Oil_ Reprocessing Setup--Conventional

methods for reclaiming contaminated pump oil are relatively ineffective

or expensive. A new method was developed for reclaiming contaminated

vacuum diffusion pump oil by high vacuum molecular distillation proc-

esses. 3 A high vacuum centrifugal molecular still was utilized to centri-

fugally separate volatile contaminant/component compounds from the oil

at their individual respective evaporation temperatures. Preheated dis-
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tillandfeedstockismeteredontoaheatedrotatingevaporatordiskwhere
separationoccurs. The light end contaminant vapors are condensed on

the cool inner surface of the bell jar. The pure oil and heavy end com-

pounds are not vaporized and are spun off the rotating disk by centri-

fugal force, caught in a water-cooled gutter and collected as a residue.

Final cut distillation is performed in a similar manner except that the

pure oil is vaporized, condensed, and recovered as a distillate with the

heavy end contaminants being separated as a residue. See Figure 2 for

reprocessing setup.

Acceptance criteria of molecular distilled-reprocessed DC-705 is

attainment of a 5x10 -6 Torr ultimate vacuum within 4 hr using the G-4

pump oil performance setup. Failure to meet the acceptance criteria

indicates the residual existance of additional light-end contaminants,

which necessitates another light-end cut distillation. A high vacuum

molecular wiped-film type still may also be used successfully. For ad-

ditional theory relative to molecular distillation see Burrows 4 and

Watt 5.

More extensive information on the reprocessing set up, including
equipment description, molecular still operating philosophy, distillation

processing and G-4 solvent cleaning preparations plus operation pro-

cedures may be obtained from the Technology Utilization Officer at

NASA/LeRC reguarding Reference 3.

Second Generation Self-Cleansing 1><10 -6 SPF-Scale Model Glass Vacuum

System--A three jet glass diffusion pump, having approximately the same

size boiler and resultant evaporative surface as the (G-4) single stage

diffusion pump, was constructed to study the effects of inserting phthalate

plasticizers and other contaminants directly into the pump fluid or into

the chamber during pump operation (see Fig. 4(a)). The necessary re-

moval of and identification of these volatile contaminating constituents

are required in order to prevent the rapid deterioration of the pump

fluid and the resultant reduced pump efficiency. See Figure 4(b) for

self-cleansing (purification-separation) design innovation details.

Since the second generation self-cleansing lx10 -6 scale model

apparatus generates ultra pure pump fluid with resultant lower ultimate

chamber pressures, these innovations shall be described. Follow-on

foreline vacuum distillation design, s have been fabricated which should

further improve the separation capability of contaminants in pump fluid,

see Figure 4(c). Because these designs have not generated sufficient

performance data to allow comparison as of this writing no further dis-

cussion will be included.

The design solution unfolded as a merger of the three interrelation-

ships: (1) surface skimming heavy-ends, (2) periodically draining dif-

ferent light-end fractions until the foreline temperature when heated ex-

ternally stays stabilized at a maximum of about 130 ° C, and (3) obtain-

286



meritof a 100% working evaporative surface indicated by a 5° to 7° C

boiler vapor-liquid temperature difference. Optimum performance was

achieved with a boiler fluid level being 5mm_=lmm in depth. Any one of

the three concepts by itself or paired with another will not allow achieve-

ment of the optimum pump efficiency condition possible with a continuous

100% working evaporative surface. Analyses showed the pump boiler

fluid improves to a purity of 99.8% or better when the evaporative sur-

face exhibits a continuous 100% working condition. The critical point in

the ratio of contaminant to pure liquid versus lowest realizable ultimate

pressure is still uncertain. This is primarily due to the existing noise

levels in the spectroscopy analysis system.

Foreline Purification--in the forearms of Figure 4(b) and (c), a distil-

lation process occurs in which mixtures of soluble liquids, carried along

by the pumps throughput, are separated by evaporation and condensation,

whereby the condensed part becomes richer in the most volatile constit-

uents. This condensate, high in percentage of contaminant, is periodi-

cally drained into a vessel of slightly lower pressure while the diffusion

pump is operating. If this high volatile condensate, or reflux is allowed

to return to the diffusion pump boiler the volatile constituents are vapor-

ized, move up the Christmas tree and are discharged out the respective

jets to be condensed on the cooler wall of the diffusion pumps barrel.

Both pure fluid and contaminated fluid molecules follow similar paths.

The primary distinction between the two types of vapor or eondensates

being the dwell time each exists on the diffusion pump barrel wall sur-

face. More volatile molecules for a specific temperature and pressure

tend to break the polar and dispersion bond forces and thus become free

to "backstream" (also known as, "reverse fractionation") back up into

the chamber. Other less volatile constituents are carried as reflux up

into the forearm of the diffusion pump where reverse fractionation again
occurs.

Surface Skimming--Means were built into the self-cleansing pump to

remove impurities from the evaporative surface. (See Figs. 4(a) and

(b)). DC-705 silicone diffusion pump oil is a discrete phenylmethyl

siloxane species and is chemically a pentaphenyltrimethyltrisiloxane

having a molecular weight of 546. Thus being basically a pentamer, by

hypothesis, when the oil becomes contaminated and cracks it may be-

come a trimer and/or a heptamer. This was essentially proven by anal-

yses, identification of 700 M.W. group peaks, and the heavy-end molecu-

lar distillation cut. Skimming the evaporative surface, analyzing the

sample and discovering small quantities of phthalate esters proves the

validity of the hypothesis.
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RESULTSANDDISCUSSION

Contaminating Compounds Affecting DC-705

An inventory search of 99% of the SPF materials utilized for the

Bray_mn and Skylab Space Simulation Test Programs revealed thirty-

nine different components. Only those materials that were found to be

volatile compounds (extensive outgassing materials) are included with

their respective analyses in Table I(a).

Standardized outgassing tests, to determine the percent weight-lost

and percent of volatile condensable materials (VCM), was performed by

exposing a material sample to a 1><10 -6 Torr pressure at 125 ° C for

24 hr or more. 13 Making up the percent of weight losses are noncon-

densables (true gases), and hot vaporous condensables (VCM) which are

deposited on a 23 ° C surface. Differential thermal analysis (DTA) per-

formed at Kennedy Space Center (KSC) subjected a similar sample to

progressively.higher temperat, Jres at a 10 --4 Torr environment while

measuring the decreasing weight. Comparing outgassing and DTA test

results for typical volatile cable insulations sample 5(a) and 6(a), 5(b)

and 6(b) revealed a close correlation between the two methods. Per

DTA, volatile materials that were subjected to 3000 hr of a 10 -5 to 10 -4

Torr vacuum had nearly the same weight loss (90 to 97%) as did those

samples that were never exposed to vacuum.

Comparing alkyd paint samples 2(c) and 4(b) and 2(a) and 3(a) out-

gassing weight loss or percent VCM data revealed a greater difference

in outgassing rates, 55 to 150% for nearly 3000 vacuum hours difference.

Nearly the same outgassing rate of 88% existed for the relative short

time of 600 hr difference in vacuum exposure. Per Reference 13, one

percent total outgassing and 0.1 percent volatile condensables should be

the outer limits on material acceptable for spacecraft use, especially

for long-term missions.

Identification of Worst Outgassing Materials and Compotmds

As previously specified, all materials listed in Table I(a) were found

to contain volatile compounds and as a result would be unsuitable for

deep-space missions by violating the foregoing outgassing acceptance

criteria. I-_wever practical considerations in operating large space

simulation chambers and conducting large test programs is always a

compromise between schedule and availability of materials. Such was

the case with Belden's #8404 two conductor or four conductor shielded

cable. The manufacturer states it is 25% plasticized with di-isodecyl

phthalate (DIDP) 446 M.W.. Test results indicate it was the worst

offender in the chamber, followed by polyvinylchloride (PVC), neoprene,

alkyd oil paints, etc. Independent KSC/GSFC chemical analyses and

288



References 14 to 16 reveal the existance of phthalate esters, carbona-
ceous materials, aromatic amine, antiozdant, organic salt, and to a

lesser degree nonphthalate type ester resin in the material samples

listed in Table I(a).

The foregoing contaminants were also detected in analyses of vari-

ous DC-705 oil samples listed in Table I(b) and (c).

Effect of Various Contaminants on Performance of Diffusion Pumps and

DC-705 Silicone Oil

Various Aged Oil Performance Comparisons--The G-4 single stage

glass diffusion pump system illustrated in Figure 3 was primarily used

as an oil performance-calibration-evaluation-device. The rapid deteri-

oration of silicone pump fluid in an environment that is filled with (high

outgassing) materials is illustrated by Figure 5. New DC-705 in a

typical G-4, 4 hr test consistantly achieves an ultimate vacuum of

lxl0 -6 Torr. New DC-705 after being exposed to a high outgassing en-

vironment for 25 hr in conjunction with performing Skylab Payload

Shroud Jettison Test No. 3, achieved only 4.8×10 -5 Torr for a resultant

performance loss of nearly fifty times. Significant was the 0.3 decade

performance gain of 339 hr old oil to approximately 2x10 -5 Torr. Inter-

est in the 0.1 decade pressure fluctuation at the 4 hr point of the stand-

ard G-4 performance test lead to confirming the repeatibility and/or

the extent of such fluctuations in pressure. Since any changes in ulti-

mate pressure are indications of changes in pump efficiency, which is

directly correlatible to pump speed, the approach of improving the self-

cleansing capability of the diffusion pump as a still was embarked upon.

After 943.5 hr of operation another oil sample was drawn from a

48-in. pump and its performance checked. This 943.5 hr old oil for all

practical purposes was identical to 3000 hr oil in performance. How-

ever, color was slightly lighter for 943 hr oil. As previously described

in the foregoing theory discussion, the G-4 now was operating at a high-

er equilibrium pressure, limited by the reverse fractionation rate of the

contaminated pump oil which in effect is dependant on the total number of

contaminants, their respective quantities, and their respective vapor

temperatures and pressures.

Contaminant Effect on Oil Performance--Study of individual plasticizers,

their effect when mixed into new DC-705 at various percentages and the

resultant effect on ultimate vacuum are revealed in Figure 6. Three

milliliters (ml) of di-isooctyl phthalate (DIOP) into 60 ml of new DC-705
for a total of 4.78% contaminant achieved an ultimate vacuum of 2.2><10 -5

Torr. However, 5 ml of DIOP into 60 ml DC-705, 7.7% total contami-

nant mixture achieved only a 2.3x10 -4 T0rr ultimate vacuum represent-

ing a 100 times loss in efficiency. The 0.1 decade fluctuation was ob-
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servedto beassociatedthistimewiththefillingofthetopalembricsin
theverticalportionof theG-4glassdiffusionpump,andthefollowing
reductioninultimatevacuumpressurerisecorrespondedtothespill
overof contaminantconcentratedfluidfromthesetopalembrics.Thus
thelogicalsolutionwasto removethefluidfromthesetopalembrics
periodicallywhichwasaccomplishedin amodifiedG-4diffusionpump.
TheotherphthalateplasticizercontaminantrunswithnewDC-705fol-
lowedthegeneralincreaseinpressuretrendwithcorrespondingin-
creaseinpercentagesof DIOPcontaminant.However,inthispaper
onlythedataassociatedwith7.7%ofthefollowingcontaminantmixtures
wereincludedfor di-isodecylphthalate(DIDP),di-octylphthalate/di-2-
ethylhexylphthalate(DOP/DEHP),anddi-tridecylphthalate(DTDP).
SuprisingwastheslightlyhigherultimatepressureobtainedwithDTDP
(M.W. 530)contrarytotheexpectationthathighermolecularweight
contaminantwouldaffecttheDC-705mixturetheleast. Evidentlyaddi-
tionalstudyis requiredin thisarea.

Reclaiming Contaminated Vacuum Diffusion Pump Oil

Molecular Distillation Reprocessing Results--The triple cut distillation

process, utilizing either a high vacuum centrifugal molecular still or a

high vacuum molecular wiped-film type still, successfully reclaimed

3000 hr old DC-705 oil. 3 Contaminated oil that was once considered

worthless was recovered yielding 71.5% (335 kg reclaimed from 469 kg)

resulting in a $34 700 annual savings. The 4 hr G-4 acceptance per-
formance test achieved 2><10-4 Torr for contaminated 3000 hr oil versus

1.65×10 -6 Torr for triple cut reprocessed oil.

Molecular Distillation Reprocessing Other Silicone Fluids--The molec-

ular still operating philosophy and distillation process/procedures and

parameters would be similar for contaminated DC-704 tetramethyltetra-

phenyltrisiloxane. However, distillation temperatures would be slightly

reduced because of its lower molecular weight of 484.

Philo sophy of Reprocessing by Molecular Distillation--DC-705 oil is

chemically a pentaphenyltrimethytrisiloxane having a molecular weight

546. As the oil becomes contaminated and/or cracks, an unknown

amount may be a trimer and/or heptamer. Volatile constituents are

separated from the pure DC-705 oil by precut distillation where light-end

contaminants such as phthalate esters (common cable insulation plasti-

cizers) ranging between 100 and 400 M.W. are removed as a distillate

and heavy-end contaminants with molecular weight about 700 being re-

moved as a residue during final cut distillation.

Economic Limitations of Molecular Distillation Reprocessing--Using

high vacuum centrifugal molecular distillationas an occassional method
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of reclaiminga high priced fluid such as DC-705 or DC-704 is certainly

economical. A CMS-15A single molecular still reprocessed the contami-

nated SPF oil in about one week at a continuous 4 gal/hr rate per each

distillation cut. However, if the diffusion pump oil deteriorates as rap-

idly as experienced at SPF, (see Fig. 5) the necessity of repeated oil

changes and reprocessing becomes impractical because of the hinderance

to the test program. A solution to this problem would be a totally self-

cleansing diffusion pump.

Second Generation Self-Cleansing lX10 -6 SPF-Scale Model Glass

Vacuum System

Figures 7(a) to (c) are the product of one continuous test lasting

40 days with the 1x10 -6 SPF-scale model self-cleansing vacuum system.

Figure 7(d) data was obtained with the same test apparatus. The same

65 cm (2.5 in. ) diam by 8ram thick sodium chloride (NaCL) single crys-

tal specially polished was used for all comparison tests shown in Fig-

ure 7. Because the discussion of critical interrelated parameters are

time correlated and effected by specific event s, letters and/or numerals

are utilized designating significant data. Numbers assigned to top-

chamber pressure or lmiler fluid depth parameters designate a specific

serialized photographic condition, for typical corresponding slide, movie

frame, thermovision monitor movie frame and polaroid picture of a

torpid/schizoid/working surface (see Fig. 8).

Figure 7(a) Phase I_ New DC-705 Oil Performance Test Data_ Increased

Purification of New DC-705 Nets 1.5 Decade--The second generation

vacuum system incorporating contamination removal technology was

initially charged with 55 ml of new DC-705 oil (see Fig. 4(a) and (b)).

After three days of operation the upper ion gage in the 1><10-6 scale

chamber was indicating a consistant 5x10 -5 Torr pressure. Point "A"

on the fourth day reveals the effect of putting on all ion gages and slowly

increasing the foreline heater up to full rated capacity (35 W). /k 100%

working surface as previously defined existed 10% of the time. The ef-

fect of removing approximately 6 ml of light-end (L. E. ) fractions in the

foreline, 2 ml (L. E.) from each drain line, revealed a 60 o F increase in

foreline temperature almost instantly, along with a correspondingly 0.6

decade lower chamber pressure. Also an increasing trend in boiler va-

por and liquid temperature was observed. After a night in this configu-

ration the variation in boiler vapor and liquid temperatures were dimin-

ishing. The 100% working surface periods were now increased in dura-

tion and in frequency to 25% of the time.

On the fifth day, the initial effect of removing approximately 7 ml of

heavy-end (H. E. ) fractions from the boiler evaporative surface, was to

increase the 100% working surface periods to 50% of the time and to sta-
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bilizetheboilervaporand liquid temperatures. Only a slight reduction
in chamber pressure resulted.

On the sixth day, three additional millileters of L. E. were removed

from the top alembric of the foreline. As experienced on the fourth day,

foreline temperature increased to 275 ° F, boiler vapor rose to 435 ° F,

while boiler liquid temperature reached 455 ° F, and the jet molecular

release rate was visully observed to intensify resulting in a decreasing

trend in ultimate chamber pressure. The 400 W heater input to the boil-

er was reduced at point "B."

Data points "C," "D" and "E" are associated with establishing the

optimum boiler heater input for best diffusion pump performance cor-

responding to the lowest chamber pressure. Chamber pressure now

ranged between 7x10-7 and 2x10 -6 Torr from the 10th day to the 12th day

while evaporative surface was working 75% of the time.

On the 12th day, with the boiler's evaporative surface behavior des-

cribed as 100% working 75% of the time, foreline temperature stabilized

at about 250 ° F, boiler vapor temperature was stable within 405 ° to

420 ° F, and boiler liquid temperature varied from 430 ° to 440 ° F. The

only limitation remaining was the achievement of a continuous 100%

working evaporative surface. Thus addition 4 ml of L.E. fractions were

removed in 2 ml steps within an hour from the top alembric in the fore-

line. This reduced the boiler fluid depth to approximately 4mm when

this alembric again became full within 20 to 22 min. These removal of

minute quantities of unknown L.E. fractions achieved a continuous 100%

working evaporative surface behavior pattern for the first time. Further

removal of 2 ml of L.E. from the top alembric resulted in a decrease in

ultimate chamber vacuum (See movie take #31). Foreline temperature

reduced by 25 ° to 250 ° F, however, fluctuations in boiler vapor and liq-

uid temperature were for all practical purposes nonexistant. Both pa-

rameters were near their all time weighted average maximum point,

respectively 425 ° and 442 ° F. The boiler fluid depth was now about 3mm

for 7 5% of the evaporative surface area, but due to vapor recoil action,

20 to 30% of the boiler bottom was bare, except for what appeared as a

minute molecular film layer. This layer was surmised to be left or

caused by the ever moving-vigorous boiling evaporative surface. See

photograph No. 21 for an equivalent visual illustration. Point "F" indi-

cates where 10 ml of new DC-705 was directly added to the diffusion

pump boiler at a slow insertion rate of i ml/min causing a small rise in

chamber pressure. The foregoing addition of new DC-705 into the boiler

brought the fluid level back up to approximately 7ram. However since

the chamber pressure rose approximately 0.5 decade to 5x10 -6 Torr,

and the boiler evaporative surface was again 100% working 75% of the

time, the remaining L.E. and H.E. contaminants in new DC-705 was

suspect. Upon removing 2 ml of L.E. and approximately 0.5 ml of H.E.

chamber pressure decreased to between lx10-6 to 2.5)<10 -6 Tort.
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Sinceit is very difficult to measure a highly dynamic liquid depth

and/or determine the exact amount being removed through relatively long

glass tubulation, the accuracy on all fluid depth and volumn measure-

ments is 4-1mm/_:l ml respectively.

Figure 7{b_ Phase IIr New DC-705 Performance Test Data r Effect of
Plasticizer Contaminants Added into Ultra Pure DC-705 and Their

Removal

With the detail serf-cleansing operational philosophy established, the

following data Figures 7(b) to (d) will be described in a more comprehen-

sive manner, utilizing data points or significant occurances.

(Event 'W') Inserting 4 ml of a phthalate ester mixture containing

2 ml of DIOP, 2 ml DIDP, and 2 ml of DOP/DEHP directly into the high-

ly purified DC-705 diffusion pump boiler after Phase I testing resulted in

chamber and foreline pressure increase of 1000 to 10 000 times.

(Event "I1 _') Stabilization of chamber pressure occurred at 7x10 -4

Tort. Removing 4 ml of L.E. from the top alembric of the foreline ob-

tained the expected improvement in chamber pressure. Chamber pres-

sure was 1.2 to 1.5 decade lower (2.5x10 -5 Torr) within one hour.

(Event ',IIr,) Inserting the remaining 2 ml of phthalate ester contam-

inant mixture slowly (at a less than 1 ml/min) directly into the boiler

duplicated the pressure parameter fluctuation previously. Ten ml of new

DC-705 was added so not to deplete the boiler supply during the pending

cleansing period. When 2 ml of L.E. fractions were removed twice with-

in a 30 min period, the chamber pressure was reduced three decades

within 1 hr, from 3>(10-3 to 2.5>(10 -6 Torr. The following morning,
15 hr later 8.5x10-7 Tort was achieved.

No improvement in chamber pressure occurred until the 1×10-6 SPF

scale model glass chamber was baked out on the 17th day at 230 ° F

whereupon a 0.25 decade improvement was achieved to 7×10 -7 Torr.

Configuration Of the boiler's evaporative surface was 100% working 99%

of the time. This behavior pattern was maintained for over three days.

(Event "IV") Lowering the lX10-6 scale test chambers baffle tem-

perature to -10 ° F in order to study its effect on ultimate chamber pres-

sure were inconclusive. Six days later (26th day of operation) the baffle

temperature was reduced to -55 ° F without an expected corresponding

change in chamber pressure. Chamber pressure now was 2-5><10 -6 Torr,

up 0.5 decade.

(Event "V") Surmising the existance of light-ends, 1 ml of L.E. was

was removed from the top foreline alembric with the immediate increase

in pump efficiency indicated by a 0.5 decade decrease in chamber pres-

sure to 7>(10 -7 to 1)(10-6 Torr. After a 16 hr period of chamber bakeout

at 180 ° F, the lowest ultimate chamber pressure of 5x10-7 Tort was ob-

served.
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Figure 7(c) - Phase 117 New DC-705 Performance Test Data, Effect of

Plasticizer Contaminants Added into Chamber, Their Removal with

Cold and Warm Baffles

(Event "VI") Inserting 4 ml of phthalate ester mixture containing

2 ml of DIOP, 2 ml DIDP, and 2 ml of DOP/DEHP slowly intothe ultra

clean test chamber resulted in the expected chamber and foreline pres-

sure increases of 1000 to 10,000 times. Chamber baffle temperature

was -55 ° F.

(Event "VII") Sixteen hours later the chamber pressure was 1.5 to

2x10 -6 Tort. The bottom of the test chamber revealed condensed plas-

ticizer contaminant. A chamber bakeout at 2200 to 280 ° F was initiated

in an attempt to vaporize the newly added plasticizers. An immediate

1.2 decade chamber pressure rise occurred. With the chamber heated

to its hotest bakeout temperature (220 ° to 280o F), two additional milli-

liters of the phthalate mixture was inserted into the top of the chamber.

Chamber pressure increased from the 1><10-5 Tort range to 3><10-3 Tort

range. The chamber baffle was allowed to warm up to 20 ° F in order to

render it ineffective in protecting the highly purified DC-705 in the dif-

fusion pumps. The outgassing load created by the vaporizing plasticizer

on the heated chamber walls started to affect the pumps efficiency until

chamber pressure stabilized out at 1.5-3><10-5 Torr. This was a crude

simulation of the outgassing from heated (heavily plasticized) cables.

On the 31st day, upon removing 3 ml of L. E. from the top alembric

in the foreline, the typical expected improvement process started im-

mediately again. However, due to a power outage in the SPF vacuum

technology laboratory sometime that night a discontinuity in the data

exists.

(Event "VIII") As the DC-705 pump fluid purity became reinstated,

the chamber pressure returned to its prior levels of 6x10 -7 Tort with a

corresponding foreline temperature of 265 ° F indicating a high molecula

throughput. The chamber baffle temperature was -25 ° F. Warming up

the chamber baffle to ambient after the diffusion pump is ultra pure did

result in a slight chamber pressure rise of approximately 0.5 decade.

Evidently the vast majority of deteriorating contaminants were removed

by the self-cleansing process of this diffusion pump vacuum system.

Figure 7(d) - Five Year Old Michigan State Cyclotron DC-705 Oil Per-

formance Test Data with the lXl0 -6 SPF-Scale Model Self-Cleansing

Pure.I}

Even though the typical torpid/schizoid/working surface behavior

patterns have been repeatedly duplicated with various DC-705 contamin

tion modes, discussion of the photographic/thermovision/movie docum,

tation has been purposely deferred to this section. The test sample wa
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DC-705previouslyexposedtoanaverage gamma dose rate of 25 milli-

roentgen (MR)/hr for 5 yr while operating in the vacuum diffusion pump

system of the Michigan State University Cyclotron. It had a photographic

distinction being discolored by use to a dark brown color. This oil

achieved a 2.5><10-5 Torr ultimate vacuum in the standard G-4 oil per-

formance test, (see Fig. 5). This oil always was handled with the best

of vacuum practicies; that is back filling the vacuum system with dry

gaseous nitrogen (GN2) upon diving the cyclotron to atmospheric pres-
sure, never thermally shocking it to atmospheric environmental contami-

nants, etc.

Figure 7(d) shows after a day of operation that the ultimate test

chamber vacuum obtained was 5><10-5 Torr. A corresponding chamber

baffle temperature of -40 ° F did not appear to limit the deteriorating

effect or reverse fraction of light-end contaminants. For a comparison

of boiler evaporative surface behavior patterns as a function of generated

ultimate chamber pressure, see Figure 8.

Photograph No. 15, taken at a chamber pressure of 2x10 -4 Torr,

reveals a schizoid pattern of many working holes typical of the silicone

pump fluids. A broken light source similar to Hickman's was utilized to

high light the evaporative surface. 6 The movie film which is a dynamic

documentary portion of this research contains the actual thermoviston

visual record. The thermovision camera essentially thermally maps

what its viewing by utilizing the isotherm markers. 17 The NaC1 lense

afixed to the boiler allows 90% transmittance between the wave lengths of

0.2 to 13 microns. A typical thermovision polaroid picture of a torpid/

schizoid/working evaporative surface with numerous individual working

holes is shown next to photograph No. 15.

The other typical thermovision polaroid picture just below reveals a

single working hole in a torpid surface. The evaporative surface horizon

in the diffusion pump boiler is easily identified. Significant is the local-

ized erruption of molecules being released from the working hole, well

into the pump boiler vapor cavity. This thermovision photograph con-

firms what Hickman described in References 6 and 7, associated with

working valleys of different depth. The deepest part of the working val-

ley emits the most vapor. Molecular release is greatest from these

areas since the evaporative surface is always changing, the size and

shape of the working holes are also changing relative to existance, loca-

tion, growth, movement, etc.

Two photographs both labeled No. 16 were taken within a few seconds

of each other. One taken at a rising chamber pressure of 5 to 10xl0 -5

Torr portrays primarily a torpid surface generating a 0.5 decade higher

chamber pressure. The other, a 100% working evaporative surface

having an improved chamber pressure of 5)<10-5 Torr. The evidence

of increased molecular flow is everywhere in this photograph; inside the
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Christmastree, attherim oftheindividualjets, molecularbuildupon
thebarrelsurface,in theforeline,etc.

Markedincreaseinpump-performancewasapparentassoonas
light-endandheavy-endcontaminantsbegantoberemovedfromthepump
fluid. Within8hrsfromthestartof cleansing-separation-purification
processinga 50timesincreaseinpumpperformancewasachievedasin-
dicatedbya1.5decadelowerchamberpressurevaryingbetweenlx10-6
to 5x10-6 Torr. Aftertheseconddayof totaloperation,first full dayof
contaminantpumpfluidcleansingactivity,anultimatechamberpressure
varyingbetween8x10-7to 1><10-6 Torrwasobtained.Thecorresponding
boilerevaporativesurfacebehaviorassociatedwiththispumpefficiency
was100%working90%of thetime. Thefluidcolorwasstill darkbrown.

Afterthefirst seven(7}daysof systemoperation,theultimatecham-
bervacuumfluctuatedbetween5><10-7andlXl0-6 Torrwithacorrespond-
ingimprovedevaporativesurfacenowbeing100%working99%ofthetime.
All othercriticaloperatingparametersweresimilartothoseofthepre-
vioustests. Points"A" and"B" confirmedtheinterdependancybetween
all criticalparametersandminutechangesin chamberbaffletempera-
ture. Thisis evidentwhenevenatnominalbaffletemperaturesof -40to
-15° F. Significantweretheoccasionalhigherisolatedpressurerise
spikescausedbythetotal100%workingsurfacestartups,asnotedin
points"BI" and "B2".

Point "C" shows again that further increase in pump efficiency (de-

crease in chamber pressure) can be expected as long as there are some

light-ends available for removal, regardless of the chamber baffle tem-

perature fluctuations.

Point "D" indicates achievement of a continuous 100% working evap-

orative surface. Point "E" shows the effect of changing the air cooling

flow/distribution in the SPF Vacuum Technology Laboratory and/or the

change increase in diffusion pump heater voltage.

Point "F" is noteworthy in that the color of the boiler fluid changed

from dark brown to light yellow overnight after the heater voltage was

increased approx, one volt. Expected effect of putting additional ion

gages on is also shown. See photographs No. 19 for further evidence of

increase in molecular flow throughout the entire pump when evaporative

surface is continuously 100% working.

An investigation into the effectiveness of the chamber baffle at

5x10 -7 Torr vacuum range was undertaken. The effect of the first major

baffle temperature warmup cycle to 40 ° F on all critical parameters are

indicated by event "I". Respective baffle temperature warmup cycles

are revealed by events "IP', "IIP', "IV", "V", and "VI". As Huntress 9

implied, and the foregoing results confirm, if fluid vapor pressure is

maintained at its lowest absolute value (10 -10 Torr for DC-705) corres-

ponding to an ultra high purity condition, many hours of vapor-free test-

ing are provided with no more than a watercooled baffle. This could pro-
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videa significantoperationalcostreductionto largespacesimulation
facilities.

PhotographNo.21revealstheviolent-dynamicsof acontinuous100%
workingevaporativesurface.Note,thepartiallybareboilerbottom,the
vaporrecoilaction,thegobsof liquidactuallycarriedalongwiththehigh
molecularreleaseratefromtheboilerfluid, andtheheavybuildupof
molecules/liquidformationsthroughoutall portionsofthediffusionpump
assembly.

Events"VII?Tand"VIII?t revealthecriticalityof theproperamount
of boilerheaterinputinorderto successfullymaintainacontinuous100%
workingevaporativesurfacewithits associatedincreaseinoptimumdif-

Ifusionpumpefficiency.

SUMMARY OF RESULTS AND CONCLUDING REMARKS

1. Torpidity, a menace to high vacuum pot stills but not considered

at present a serious factor in the vapor pumps, is a definite factor in re-

ducing the pumps efficiency by factors of 100 times. The scale model

(self-cleansing) glass diffusion pump data showed 100% working evapor-

ative surfaces produce ultimate pressures 100 to 1000 times lower than

those of torpid evaporative surfaces. It is surmised that torpidity is the

result of an increased surface tension phenomena caused by impurities

collecting on the evaporative surface, acting as a barrier limiting the
molecular release rate.

2. Where no specific chemical has previously been known which will

confer torpidity when added to a nontorpid liquid, 1><10-6 SPF-scale mod-

el test data showed that phthalate esters, namely DIOP and/or DIDP,

added directly into the boiler fluid or vacuum system chamber caused a

nontorpid surface to become partially schizoid (100% working 50% of the

Itime) with a corresponding increase in pressure of three decades. Anal-

!yses of light-end and heavy-end fractions separated from contaminated

(torpid/schizoid producing) DC-705 silicone oil detected phthalate ester
plasticizers.

3. Where further increases in specific pumping speed have not been

considered likely, the scale model (self-cleansing) glass diffusion pump,

incorporating contamination removal technology innovations, consistently

produced ultimate pressures that were for new DC-705 oil, 1.5 decade

lower; for 5 yr old DC-705, over 2 decades lower; and for new DC-705

oil intentionally contaminated with phthalate esters, nearly 3 decades

lower. Diffusion pump innovations were successfully tested allowing re-

moval of contaminants from pump oil during operation. Vacuum distilla-

tion removal of light-end fraction contaminants and boiler bleed removal

of heavy-ends from the evaporative surface resulted in a 2 decade or

more lower ultimate pressure.

4. When self-purification of the intentionally contaminated diffusion

pump oil was not allowed, no significant improvement in ultimate vacuum
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wasachievedaftercontinuousoperationinexcessofone month, thereby

indicating the necessity of removing these phthalate esters.

5. The color of DC-705 is not indicative of purity or capability for

obtaining maximum molecular release conditions from an evaporative

surface, since similar ultimate vacuum levels and conditions were re-

alized with a dark brown color oil as with a lighter color oil.

6. A water baffle at ambient temperature may be all that is re-

quired for a high efficiency diffusion pump, provided the boiler fluid is

maintained at an ultra high purity condition (fluid vapor pressure kept at

its lowest absolute value - 10 -10 Torr for DC-705) by vacuum systems

incorporating contaminate removal technology innovations.

7. Contaminants, commonly found in large vacuum chambers, that

adversely affected silicone oil diffusion pump performance were identi-

fied as phthalate ester plasticizers. These plasticizers are utilized in

cable insulation jackets, alkyd paints, electronic components, etc.

Those having the most deteriorating effect on DC-705 being: D1OP 390

M.W., DTDP 530 M.W., DIDP 446 M.W., and 1X)P/DEHP 390 M.W.,

respectively.

8. Contaminated DC-705 diffusion pump oil can be successfully re-

processed by high vacuum molecular distillation with an approx. 75%

yield and capable of achieving an ultimate vacuum close to that of new

DC-705 oil.

9. Further study to improve the purification-separation concepts

described, methods of measuring changes in molecular release rates,

and spectroscopy fingerprints identifying contaminating constituents and

related physical properties on the evaporative surface is warranted.
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Figure L - Skylab payload shroud jettison test setup in SPF chamber. 

RESIDUEOUTLn 

55 GAL DRUM MERNAL JACKD HEATER 

Figure 2 -Typical Dc-705 rsprpcessing  set^. 

TWO IONIZATION VAL GAGES: 

G-4 SINGLE STAGE GLASS OiFFUSlON PUMP VACUUM SYSTEM 

Figure 3. -Typical DC-1050il performancewalualion setup. 
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TORPlDlSCHlZOlD WORK Y G  EVAPORATIVE 
SURFACE, VACUUM 2x10- TORR AT TOP 
OF CHAMBER. (PHOTOGRAPH # 151. 

TYPICAL THERMOVISION MONITOR W L A -  
ROlD PICTURE OF A TORDIDISCHIZOIDI 
WORKING EVAPORATIVE SURFACE. 

TORPlDlSCHlZOlD WORKM EVAPORATIVE 

CHAMBER. (PHOTOGRAPH # 161. 

SURFACE, VACUUM 10x10- !? TORR AT TOP OF 
TY PICALTHERMOVISION MONITOR POLA- 
ROID PICTURE OF VAPOR BEING RELEASED 
FROM A WORKING HOLE. 

Figure 8. - Typical corresponding slide, thermovisionlpolardd p i d u r e  of a Iorpidlschizoidlworking 
surface. 
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100 PFRCthT NORCMG 1VAPORATIVt S-RfACt tCONTINJOUSI VACUUM 
A1 TOP Of ChAMBER I 5-4rlU-bTORR.BAFf.~ TWPERATJRE bo f AT 
PUMP AND -25'F AT CHAMBER. IPHOTOGRAPH # 191 

100 PERCMT WORKNG EVAPORATIVE SURFACE IAPPROXIMATELY 
20 PERCMT OF TIMEI. VACUUM AT TOP OF CHAMBER 5 ~ 1 0 . ~  TORR. 
(PHOTOGRAPH # 161 

IW PERCENT WORKlNb EVAPORATIVE SURFACE (CONTINUOUS) SAME 
CONDITIONS AS ABOVE B U i  SURFACE APPEARS MORE DYNAMIC. 
IPHOTOGRAPH # IQI 

1W PERCENT COMINUOUS WORKING EVAPGRATIVL SURFACE VACUUM 
AT TOP OF CHAMBER I X I O ~ T O R R , ~  TOM PERCENT Or K O l l E k  90TTOhr 
APPEAR BARE OUE TO VAPOR RECOIL ACTION (PHOTOGRAPH 211 

Figure 8. -Concluded. 
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